
Key features:

Description:

The Adamello push fix wet room panel range available 
in 2 colour finish options, 3 glass options and a 
number of sizes fitting widths of 800mm - 1200mm. 

With 8mm toughened safety glass and a range of 
colour choices the Adamello wet room panel is a 
beautiful complement to any modern bathroom 
design.

AADDAAMMEELLLLOO WET ROOM 
PANEL Specification Sheet

All dimensions are approximate and subject to normal variation. Although every effort is made not to change the 
above product specification, Aqata reserve the right to do so without prior notification if necessary. 

Side View Exterior

8mm toughened 
safety glass

2000mm height 20mm Adjustment

5 year guarantee

Steady Bar

Tray range 
available

Anticalc coating

Width Glass Height Adjustment Frame Weight

800mm 8mm 2000mm 770 -780mm Frameless 26kg

900mm 8mm 2000mm 880 - 890mm Frameless 30kg

1000mm 8mm 2000mm 980 - 990mm Frameless 32kg

1200mm 8mm 2000mm 1180 - 1190mm Frameless 38kg
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If you require any further assistance regarding specification data and technical advice please contact 
us at enquiries@claybrookstudio.co.uk

A DA M E L LO  G L A S S  S H O W E R  S C R E E N 

Shower Trays

A full range of shower trays are available, complete with 90mm hi-flow waste as standard. Please see our website for available shower tray 
options.

+300mm (flipper panel) 8mm 2000mm 300mm Frameless 10kg



FINISHES:
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If you require any further assistance regarding specification data and technical advice please contact 
us at enquiries@claybrookstudio.co.uk
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Matt Black

Coloured Finishes
Available in Chrome and Matt Black colour finishes.

Chrome

Print colours may vary from original.

GLASS TINT OPTIONS:

Glass Tint Options
A frameless shower panel in 8mm Clear, Satin and Fluted Glass.

Clear Glass Satin Glass Fluted Glass

Adjustable Wall Profile (Supplied as standard) 

Offering up to a maximum 12mm of built-in adjustment (+/- 6mm if set 
at mid adjustment). 
This option is fitter friendly and can compensate in some cases for out 
of true walls. 

+300mm (flipper panel) 8mm 2000mm 300mm Frameless 10kg


