
PRODUCT DATA SHEET 

SHO-BEL-CON-SHH-200 (VCS663) 200mm 
Easy clean shower head
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Flow Rate
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The fl ow rate data provided in this document is indicative of each product and is 
given in an open outlet condition. Installation design, external connections and 
fi ttings not supplied may aff ect the data provided.
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IMPORTANT NOTES

1. Installation should be carried out by a competent engineer, in accordance with 

 water regulations.

2. Before installation, ensure supply pipes are fl ushed clean. Debris or loose 

 particles will affect the effi ciency of the ceramic disc cartridge.

3. For mixer taps, it is recommended that hot & cold pressures are equally 

 balanced.

4. To help maintain the high quality fi nish, please clean with a soft damp cloth. 

 Do not use abrasive polish or cleaners. Stains may be removed using undiluted 

 washing up liquid.

5. Ceramic cartridges in hard water areas. To prolong the lifespan and reduce

 servicing periods of your tap we recommend that a suitable water softener be

 fi tted. Consult your installer/designer for details.

6. Please note that as with all tap and shower ware it will be necessary from time to 

 time for the products to be serviced, this should be carried out by a qualifi ed 

 Plumbing Engineer.
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CARE & MAINTENANCE

Your shower head/hand shower should be cleaned on a regular basis. Allowing lime scale/

debris build up will impede the shower head/hand shower effectiveness. With the "easy 

clean" rose the cleaning procedure entails simply rubbing the palm of one's hand across 

the rubber nozzles, freeing any lime scale/debris, this can then be cleaned off by using a 

damp cloth.

Care should be taken when cleaning the "easy clean" rose as excessive force may damage 

the rubber nozzles.


